
Using Negative Airflow, the Fume Dog Portable Fume Extractor removes fumes and dust 
particles from the air when welding. The process removes any hazardous gases and 
airborne particles from your environment, making working conditions safer for everyone. 
The portability of the Fume Extractor makes this a great addition to any shop as it can be 
moved easily to maximize it’s filtration efficiency. 

Description:

•	 A 1,200 CFM Portable welding fume extractor 
with filter cleaning system.

•	 Fume Arm included
•	 The Fume Dog can be converted from a 

ground-mounted portable welding fume 
extractor to a wall-mounted weld fume 
collector out of the box.

•	 Can be converted to downdraft table with an 
additional accessory..

•	 The unique Air Stream Filter Cleaner allows for 
5-6 times the filter life over traditional reverse 
pulse systems depending on application.

•	 Replacement filters are standard size so we 
can’t force you to pay a ludicrous mark up for a 
filter you can only get from us.

•	 Seriously, google replacement filters on some 
of these things. They are priced like they are 
coated in powdered Rhinoceros horn.

•	 Steel construction, not plastic.

Specifications:
Airflow: 1200 CFM
Motor: 1.5 HP  
Power: 120v / 1ph 
Dimensions (in): 40.5” x 26” x 31.5” 
Weight (lbs): 215 (no arm) 
Arm Diameter (in): 8”

PORTABLE 
WELD FUME 
EXTRACTOR


